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Crushers are machines desighed to reduce the size of
large rocks into smaller, manageable pieces through
mechanical force. Different types of crushers, such as jaw
crushers, roll crushers, and cone crushers, employ various
mechanisms to achieve size reduction. The choice of
crusher depends on factors such as the hardness and
abrasiveness of the ore, desired particle size, and
production capacity requirements.

Method:

1- The process is started by selecting the appropriate
type of crusher based on the characteristics of ore
and desired particle size.

2- The ore is fed into the crusher's feed box and the
settings are adjusted to achieve the desired size
reduction.

3- The crusher's operation is monitored to ensure
efficient crushing and maintain optimal throughput
for downstream processing stages.
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Jaw
Crusher |

Jaw
Crusher Il

Jaw
Crusher Il

Jaw
Crusher IV

Roller
Crusher

Cone
Crusher

Pilot
Scale

Pilot
Scale

Pilot
Scale

Lab
Scale

Pilot
Scale
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Scale

Up to
200

Up to
150

Up to
130

Up to
90

Up to
20

Up to
10

Crushing Area

EQUIPMENT
LIST

Final
Fineness

(mm)

20-100

300x200 (Depending

200x150

280x%130

100x90

Variable

Variable

on CSS)

8-30
(Depending
on CSS)

5-30
(Depending
on CSS)

2-10
(Depending
on CSS)

1-3 mm

1-3 mm

Approximate

Capacity
(kg/h)

Up to
4000

Up to
2000

Up to
2000

Up to
500

Up to
1500

Up to
500
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Exploring

Experimenting

CAUTION

www.fimrc.co

P74
il

Evolving

Do not operate this equipment

unsupervised

Counter rotating roll

High-visibility jackets
must be worn

Eye Protection must be worn

Face mask must be worn

info@fimrc.co

www.fstco.com



	Page 1
	Page 2
	Page 3
	Page 4
	Page 5
	Page 6
	Page 7
	Page 8

